
Inline Duct Fans

A-I4 – Admore A-I4 4″ Ceiling Mounted Exhaust Fan
Brand: Admore
Model: A-I4
Type of Fan: Ceiling Exhuast Fan
Mounting Type: Ceiling Mount
Voltage: 220-240V/50hz
Power Consumption (W): 15 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Grill Material: PVC
Blade Diameter: 4" (100mm)
Duct size: 4" (100mm)
Color: White
Airflow (CFM): cfm
Airflow (m³/h): 0 m³/h
Noise Level (dB): dB
Safety certifications: CE

A-I6 – Admore A-I6 6″ Ceiling Mounted Exhaust Fan
Brand: Admore
Model: A-I6
Type of Fan: Ceiling Exhuast Fan
Mounting Type: Ceiling Mount
Voltage: 220-240V/50hz
Power Consumption (W): 25 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Grill Material: PVC
Blade Diameter: 6" (150mm)
Duct size: 6" (150mm)
Color: White
Airflow (CFM): cfm
Airflow (m³/h): 0 m³/h
Noise Level (dB): dB
Safety certifications: CE

A-I8 – Admore 8″ Ceiling Mounted Exhaust Fan
Brand: Admore
Model: A-I8
Type of Fan: Ceiling Exhuast Fan
Mounting Type: Ceiling Mount
Voltage: 220-240V/50hz
Power Consumption (W): 30 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Grill Material: PVC
Blade Diameter: 8" (200mm)
Duct size: 8" (200mm)
Color: White
Airflow (CFM): cfm
Airflow (m³/h): 0 m³/h
Noise Level (dB): dB
Safety certifications: CE

A-IF4 – Admore 4″ Pvc Duct Inline Axial Fan
Brand: Admore
Model: A-IF4
Type of Fan: Axial inline Fan
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Mounting Type: Ceiling/Wall Mount
Voltage: 220-240V/50hz
Power Consumption (W): 15 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 4" (100mm)
Color: White
Airflow (CFM): 59 cfm
Airflow (m³/h): 100 m³/h
Noise Level (dB): 30 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

A-IF6 – Admore 6″ Pvc Duct Inline Axial Fan
Brand: Admore
Model: A-IF6
Type of Fan: Axial inline Fan
Mounting Type: Ceiling/Wall Mount
Voltage: 220-240V/50hz
Power Consumption (W): 25 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 6" (150mm)
Color: White
Airflow (CFM): 177 cfm
Airflow (m³/h): 301 m³/h
Noise Level (dB): 35 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

AMV315 – Admore 12″ Mixflow Inline Fan
Brand: Admore
Model: AMV315
Type of Fan: Axial Inline Exhaust Fan
Mounting Type: Ceiling Mount/Wall Mount
Voltage: 220-240V/50hz
Power Consumption (W): 380 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 12" (315mm)
Color: White
Airflow (CFM): 1305 cfm
Airflow (m³/h): 2217 m³/h
Number of Speed Settings: 2
Noise Level (dB): 61/69 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

No image available

AMV100 – Admore 4″ 30W Mixflow Inline Fan
Brand: Admore
Model: AMV100
Type of Fan: Axial Inline Exhaust Fan
Mounting Type: Ceiling Mount/Wall Mount
Voltage: 220-240V/50hz
Power Consumption (W): 30 W
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Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 4"(100mm)
Color: White
Airflow (CFM): 124 cfm
Airflow (m³/h): 211 m³/h
Number of Speed Settings: 2
Noise Level (dB): 35/41 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

AMV125 – Admore 5″ Mixflow Inline Fan
Brand: Admore
Model: AMV125
Type of Fan: Axial Inline Exhaust Fan
Mounting Type: Ceiling Mount/Wall Mount
Voltage: 220-240V/50hz
Power Consumption (W): 35 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 5" (125mm)
Color: White
Airflow (CFM): 165 cfm
Airflow (m³/h): 280 m³/h
Number of Speed Settings: 2
Noise Level (dB): 39/44 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

AMV150 – Admore 6″ 50W Mixflow Inline Fan
Brand: Admore
Model: AMV150
Type of Fan: Axial Inline Exhaust Fan
Mounting Type: Ceiling Mount/Wall Mount
Voltage: 220-240V/50hz
Power Consumption (W): 50 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 6" (150mm)
Color: White
Airflow (CFM): 307 cfm
Airflow (m³/h): 522 m³/h
Number of Speed Settings: 2
Noise Level (dB): 39/44 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

AMV200 – Admore 8″ 120W Mixflow Inline Fan
Brand: Admore
Model: AMV200
Type of Fan: Axial Inline Exhaust Fan
Mounting Type: Ceiling Mount/Wall Mount
Voltage: 220-240V/50hz
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Power Consumption (W): 120 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 8" (200mm)
Color: White
Airflow (CFM): 502 cfm
Airflow (m³/h): 853 m³/h
Number of Speed Settings: 2
Noise Level (dB): 45/55 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

AMV250 – Admore 10″ Mixflow Inline Fan
Brand: Admore
Model: AMV250
Type of Fan: Axial Inline Exhaust Fan
Mounting Type: Ceiling Mount/Wall Mount
Voltage: 220-240V/50hz
Power Consumption (W): 225 W
Phase: Single
Body Material: PVC
Blade Material: PVC
Duct size: 10" (250mm)
Color: White
Airflow (CFM): 831 cfm
Airflow (m³/h): 1412 m³/h
Number of Speed Settings: 2
Noise Level (dB): 55/66 dB
Operating Environment: -10C ~+40C
Warranty: 2 Years Warranty
Safety certifications: CE

Powered by TCPDF (www.tcpdf.org)

                               4 / 4

http://www.tcpdf.org

